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AS-3525 KEYNOTES

1 DEMO EXISTING 12'x12' OVERHEAD DOOR AND INSTALL NEW 12'x12' OVERHEAD ROLL-UP DOOR. SEE DETAIL 2/A2 & J/A2

D1_ * - DOORS SHALL BE SPRING TYPE COUNTERBALANCED ROLLING TYPE. DOORS SHALL BE OPERATED BY HAND CHAIN
WITH GEAR OR SPROCKET REDUCTION. DOORS SHALLL BE SURFACE-MOUNTED TYPE WITH GUIDES @ JAMS 3ET BACK
A SUFFICIENT DISTANCE TO PROVIDE A CLEAR OPENING WHEN DOOR IS IN OPEN POSITION. DOORS HARDWARE &

w. - —— ANCHORS SHALL BE DESIGNED TO WITHSTAND A WIND PRESSURE OF 35 PSF OF DOOR AREA WITHOUT DAMAGE .
-3 uT 9'-0 } CURTAING: GALVANIZED STEEL FLAT SLATS, INSULATED WITH NOT LESS THAN 1/2°. BOTTOM BAR W/ COMPRESSIBLE AND

REPLACEABLE RUBBER OR NEOPRENE WEATHER SEAL.

BARREL: STEEL MPE - DEFLECTION SHALL NOT EXCEED 0.03°FT OF SPAN.

SPRING-TENSION SHALL BE ADJUSTABLE WITHOUT REMOVING THE HOOD.

HOOD: NOT LESS THAN 24 GA. PROVIDE WEATHER BAFFLE AT THE LINTEL.

FINISH: HOT-DIP GALVANIZED, SHOP PRIMED W/ RUST INHIBITIVE PRIMER .

PAINT DOORS - PRIMER: SHOP PRIME TWO COATS: CID A-A-3087(MPt 94) SEMIGLOSS

ﬂ .r PROVIDE BRACING ) 2 DEMO EXISTING 12' DOOR HEADER AND INSTALL NEW 12' DOOR HEADER. SEE DETAIL 2/A2 & /A2
WHERE REQUIRED FINISH: HOT-DIP GALVANIZED, SHOP PRIMED W/ RUST INHIBITIVE PRIMER
“——8¥% DOOR MFG. PAINT DOOR HEADER - PRIMER: SHOP PRIME  TWO COATS: CID A-A-3087(MP1 94) SEMIGLOSS

3 DEMO STEEL DOOR AND INSTALL NEW STEEL DOOR. SEE DETAIL 4/A2 & 5/A2
- DOORS SHALL BE 1 34" THICK, ANSIVEDI 100, GRADE M. MODEL 1 OR 1A WITH CORE CONSTRUCTION TYPE a FOR INTERIOR

¥
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TYPE c FOR EXTERIOR. EXTERIOR DOORS SHALL HAVE TOP EDGE CLOSED FLUSH AND SEALED. FiNISH: FABRICATE FROM

S H— GALVANIZED STEEL ASTM A 653/A 0530, COATING DESIGNATION G80. PHOSPHATE TREAT AND FACTORY PRIME PER ASD} 100.
[~ DEMO ROLLING DOOR ~— NEW ROLLING DOOR PAINT DOORS AND HEADER TRIM -PRIMER: SHOP PRIME  TWO COATS: CID A-A-3087(MP! 94) SEMIGLOSS
4 DEMO VINYL FLOOR TILE AND INSTALL NEW VINYL FLOOR TLE
— DXISTING METAL . EXISTING METAL - VCT - ASTM F 1066, COMPOSITION 1, CLASS 2 (THROUGH PATTERN), SMOOTH SURFACE. 12" BY 12" BY 1/8" THICK

5§ DEMO ACC CEILING TILE & GRID AND INSTALL NEW GYP. BD. CEILING @ 8'-0" A.F.F. SEE DETAIL 8/A2.
PAINT: PRIME -CID A-A 2294 (2) COATS FS TT-P 29.

F DEMO DRIP GUTTER | _ _ __” NEW DRIP GUTTER METAL GIRT EXIST. METAL GIRT
6 DEMO FENCING AND ENTIRE SUPPORTING STRUCTURE. PATCH CONCRETE AS NECESSARY.
DEMO DOOR HEADER NEW DOOR HEADER METAL WALL PANEL EXIST. METAL WALL PANEL
cLP EXIST. CLWP 7 PROVIDE NEW HEAVY DUTY WOVEN WIRE FABRIC FOR EXISTING 10'x12'. MATCH EXISTING FABRIC.
DEMO DRIP GUTTER NEW DRIP GUTTER 8 DEMO GYP. BD. AND WOOD FRAMING OFFICE WITH (1) DOOR, (2) WINDOWS AND CEILING.
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