AAV Task List
AAV Task List


  The following are lists of tasks recommended for migration from 2D EOM to operator level maintenance on the Amphibious Assault Vehicle (AAV), Family of Vehicles (FOV).

  Make associated pen changes to TMs as indicated.  Changes will be integrated into the TMs as new versions are published as paper or electronic.

AAVP7A1 Hull and FOV Baseline

TM 09674A-25&P/4B

	TASK
	PAGE/Par.
	ADDL TOOLS
	NOMENCLATURE
	MAINT ACTION

	1.
	PAR. 6-8
	N/A
	Air cleaner ducts and tubes
	I, RR

	2.
	PAR. 6-10
	N/A
	Pre-cleaner
	I, C, RR

	3.
	PAR. 6-11
	N/A
	Air cleaner
	I, RR, C

*Everything except transducer 

	4.
	PAR.7-7
	Torque Wrench (Ft lb)
	Track tension adjuster
	C, RR, T

	5.
	PAR 7-8
	Torque Wrench (Ft lb)
	Shock Absorber
	C, I, RR, T

	6.
	PAR 7-9
	Torque Wrench (Ft lb)
	Sprocket Carrier and Drive Sprockets
	C, I, RR, D, A, T

	7.
	PAR 7-10
	Torque Wrench (Ft lb)
	Track Slap Guard
	C, I, RR, T

	8.
	PAR 7-11
	Torque Wrench (Ft lb)

*TM calls for use of a sling
	Idler Assembly
	C, I, RR, T

*Remove hub drain plug 1st ech task.

	9.
	PAR 7-12
	Torque Wrench (Ft lb)
	Support Assembly
	C, I, RR, T

*Remove hub drain plug 1st ech task.

	10.
	PAR 7-13
	Torque Wrench (Ft lb)

Track wear gauge
	Track/Track Shoe/Track Pad
	C, I, RR, T



	11.
	PAR 7-14
	Torque Wrench (Ft lb)
	Road wheel
	I, T

	12.
	PAR 7-16
	Torque Wrench (Ft lb)

*Recommend removal, 

TM calls for use of a sling.
	Final Drive
	C, I, RR, E, T



	13.
	PAR 7-18
	N/A
	Final Drive Vent Tube
	RR, I

	14.
	PAR 7-19
	N/A
	U-Joints
	R, I

	15.
	PAR 8-9
	Torque Wrench (Ft lb)
	Intake grill
	C, O/C, T

	16.
	PAR 8-10
	Torque Wrench (Ft lb)
	Exhaust grill
	C, O/C, T

	17.
	PAR 8-11
	N/A
	Grill and Access Cover Assembly
	RR

*Remove and replace bolts only

	18.
	PAR 8-21
	N/A
	Driver Hatch Cover
	C, I, RR

*Only remove and replace crash pads as needed.

	19.
	PAR 8-22
	N/A
	Drivers Night Vision Mount
	RR

	20.
	PAR 8-23
	N/A
	Troop Commander Hatch Cover
	C, I, RR

*Only remove and replace crash pads as needed.

	21.
	PAR 8-24
	N/A
	Hatch Vision Blocks, Bumpers, Pads, Periscope
	C, I, RR

*Remove and replace periscope, bumpers, and crash pads as needed.

	22.
	PAR 8-40
	Torque Wrench (Ft lb)

Snap Ring Pliers, 1” M to ¾” Adapter, 2 1/2” Socket- 1” Drive
	Pintle, and Pintle Quick Release
	C, I, L, RR, T



	23.
	PAR 8-41 To 8-44
	N/A
	Hull Drain Plugs 
	C, I, RR, L

8-41 to 8-44 are all four Hull Plugs

	24.
	PAR 8-45
	N/A
	Intake Grill Cam Lock Handles
	I, ADJ, RR

	25.
	PAR 8-48
	N/A
	Radio Equipment Guard
	I, RR

	26.
	PAR 8-49
	N/A
	Interior Stowage Parts Starboard Side
	I, RR

	27.
	PAR 8-50
	N/A
	Interior Stowage Parts Port Side
	I, RR

	28.
	PAR 8-51
	N/A
	Exterior Track Shoe Stowage Clamps
	I, RR

	29.
	PAR 8-57
	N/A
	Access Covers
	I, RR

	30.
	PAR 8-58
	N/A
	Bilge Pump Access Covers
	I, RR

	31.
	PAR 8-59
	N/A
	Contact Cooler Bleeder Valve Access Cover
	I, RR

	32.
	PAR 8-61
	N/A
	Deck Plates
	I, RR

	33.
	PAR 9-16
	N/A
	Drive Shaft Guards
	I, RR

	34.
	PAR 11-18
	N/A
	Forward Mid-Ships and Comm. Dome Light 
	I, RR

*Bulb inspect and replace only

	35.
	PAR 11-35
	N/A
	Search Light
	I, D, RR, A

	36.
	PAR 11-58
	N/A
	Aft Dome Light
	I, RR

*Bulb inspect and replace only

	37.
	PAR 11-63
	N/A
	Batteries and Cables
	C, I, RR

	38.
	PAR 11-64
	N/A
	Battery Box Frame
	C, I, RR

	39.
	PAR 12-7
	N/A
	Drain Fuel Tank
	*Drain fuel tank

	40.
	PAR 14-15
	N/A
	Heater Hoses Ducts and Fittings
	C, I, RR

	41.
	PAR 14-30
	N/A
	Vent System Ducts, Tubes, and Hoses
	DIS

	42.
	PAR 14-31
	N/A
	Intake Duct, and Flapper Valve 
	DIS

	43.
	PAR 14-32
	N/A
	Exhaust Chamber Drain, and Flapper Valve 
	DIS


Power Plant Assembly (PPA)  

TM  8F152B-25&P/A

	TASK
	TM/PAR
	ADDL TOOLS
	NOMENCLATURE
	MAINT ACTION

	1
	PAR 5-7 
	Snap Wrench

1 ½ Socket
	Power Plant
	Preparing the PPA for removal (i.e. disconnecting the PPA) will be conducted by 1st echelon maintenance.  Removal, installation and connection will remain 2nd echelon.  Maintenance should Q.C. PPA before removal.


AAVP7A1 Up gunned Weapons Station

TM 1004A-25&P/2B

	TASK
	TM/PAR
	ADDL TOOLS
	NOMENCLATURE
	MAINT ACTION

	1.
	PAR 6-5
	N/A
	12 Channel Slip Ring and Anchor
	I, D, A, RR

	2.
	PAR 6-7
	N/A
	50 Cal. Ejection Hose and Spent Round Box
	I, RR

	3.
	PAR 6-20
	N/A
	Hatch and Guard/Crash Pad
	I, RR

*Remove and replace crash pad and guard only.

	4.
	PAR 10-5
	N/A
	Dome Light
	I, RR

*Inspect, remove and replace bulb only. 

	5.
	PAR 10-6
	N/A
	Utility Light
	I, RR

*Inspect, remove and replace bulb only.


All items reflected on the tables above are from the Jan 2001 IETMS publication.

Maintenance Action Key

I=VISUAL INSPECTION



O/C=OPEN AND CLOSE

L=LUBRICATE




RR=REMOVE AND REPLACE

R=REMOVE ONLY




T=TORQUE TO SPEC

C=CLEAN





E=EXTERNAL ONLY 

D=DISASSEMBLE




DIS=DISCONNECT


A=ASSEMBLE





RP=REPAIR

ADJ=ADJUST

1. *Unless otherwise noted RAM/RS suspension will remain the same.

2. *AAS now teaches major bore sighting.  Major bore sighting needs to be removed from the TM-25, and placed in the TM-10.

3. *Torque wrenches will be needed, 6 per section 

1. ½ inch drive, 50 to 250 ft lb

2. ¾ inch drive, 200 to 600 ft lb

4. *All additional tools are already present at Company level.  

5. *All additional training can be accomplished during standard OJT.

6. *Some tasks to be migrated are already 1st echelon tasks but removed from TM-25
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