LAV Task List


   The following are lists of tasks recommended for migration from 2D EOM to operator level maintenance on the Light Assault Vehicle (LAV), Family of Vehicles (FOV).

   Make associated pen changes to TMs as indicated.  Changes will be integrated into the TMs as new versions are published as paper or electronic.

LAV-25 Hull and Family Of Vehicle (FOV) base line

TM 08594A-20/4A dtd July 2000

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT/ RESOURCES
	VARIANT

	1
	4-2
	1. Putty knife

2. Paint Brush
	Hatch Seal
	L, M, C, A

Note 1 below

	2.
	4-3
	1. 19 mm open end wrench
	Hatch Handle parts kit
	L, M, C, A

	3
	4-9
	1. 19 mm socket ½ inch drive

2. 19 mm combo wrench
	Driver Seat Assy (Cushions only)
	L, M, C, A

	4
	4-10
	1. 19 mm socket ½ inch drive

2. 19 mm open end wrench
	Seat belt
	L, M, C, A

	5
	4-15


	1. Torque wrench 0 – 175 ft / lb ½ in dr 

2. ¾ open end wrench

3. paint brush

4. putty knife

5. 19 mm socket ½ drive

6. 19 mm box end wrench
	Troop back rest
	M

	6
	4-16
	1. putty knife

2. paint brush

3. measuring tape
	Velcro tape (To hold troop cushions in place)
	M

	7
	4-19
	1. putty knife

2. paint brush
	Hatch seal
	L, M, C, A

	8
	4-20
	1. 19 mm box end wrench
	Bumper, Hatch
	L, M, C, A

	9
	4-21
	1. 4mm hex key socket 3/8 drive

2. 19 mm box end wrench

3. Pin punch 3/8 drive

4. Paint brush
	Emergency Hatch and handle
	L, M, C, A

	10
	4-22
	1. Paint brush

2. Putty knife
	Weather Seal
	L, M, C, A

Note 2 Below

	11
	4-23
	1. paint brush

2. putty knife
	Rear door seal
	L, M, C, A

	11.1
	4-29
	
	Grill Weather Protection Cover
	Note 2 Below

	11.2
	4-32
	
	Engine Cover Seal
	Note 2 Below

	12
	4-33
	1. Putty knife

2. Paint brush
	Engine access panel seals
	L, M, C, A

	13
	4-34

4-35

4-36
	1. pocket knife

2. paint brush

3. 7/16 open end wrench
	Engine Access panels 
	L, M, C, A

	13.1
	4-41
	
	Bulkhead Thumbscrew
	

	14
	4-44

4-45

4-46
	1. 17 mm socket ½ drive

2. 17 mm open end wrench

3. putty knife 

4. paint brush

5. pocket knife

6. 8 mm socket 3/8 inch drive
	Transfer case cover and inspection cover
	L, M, C, A

	15
	4-48
	1.  10 mm hex key wrench

3. paint brush
	Vision block padding
	L, M, C, A

	16
	4-51

4-52

4-53

4-54

4-55
	1. putty knife

2. paint brush

3. measuring tape


	Storage bag

Pamphlet bag
	L, M, C, A

	17
	4-56

4-57

4-58

4-59
	1. punch 3/32

2. putty knife 
	Periscopes

Periscopes Seal

Periscopes Wing nuts
	L, M, C, A

	18
	4-62

4-63
	1. Putty knife

2. Paint Brush

3. 19 mm open end wrench
	Hatch Seal 

Bumper 
	L, M, C, A

Note 2 Below

	19
	4-64

4-66
	1. Drift punch
	Shackles

Tow pintle Chain

Tow pintle Cotter pin
	L, M, C, A

	20
	4-70
	1.  24 mm open end wrench
	Drain plugs
	L, M, C, A

	21
	4-71
	1. Torque wrench 0 –150 ft/lb ½ in dr 
	Skid plates Front
	L, M, C, A

	22
	4-72
	 
	Skid plate Back
	L, M, C, A

	22.1
	4-73
	
	Fuel Filler Cap Cover
	

	22.2
	4-74
	
	Radiator Cap Cover
	

	23
	4-75
	1. 17 mm socket ½ drive
	Brake line Guard / bracket 
	L, M, C, A

	24
	4-76

4-77
	1. putty knife
	Battery Box Cover

Batter Box Cover Seal
	

	24.1
	4-81
	
	Air Vent Inlet Cover
	

	25
	4-83
	1. needle nose pliers
	Drivers floor panels
	L, M, C, A

	26
	4-86
	1. Putty knife

2. Paint Brush
	Decals
	L, M, C, A

	27
	4-87
	1. 3/8 open end wrench

2. 7/16 open end wrench
	Binding post
	L, M, C, A

	28
	4-88
	1. 8 mm box end wrench
	Smoke grenade storage box
	

	29
	4-92
	
	Binocular Bracket
	

	30
	5-10
	1. Torque wrench 0 –600 ft/lb ¾ in dr

2. 3 inch extension ¾ drive

3. 24 mm socket ¾ drive

4. hydraulic jack
	Wheel Assy
	L, M, C, A

	31
	12-3
	
	Air Filter
	L, M, C, A

	32
	13-4
	1. 11/16 open end wrench
	Headlight Assy
	L, M, C, A

	33
	13-8
	1. 11/16 open end wrench

2. measuring tape Metric
	Headlight Adjustment
	L, M, C, A

	34
	13-9
	
	Black out light bulb
	L, M, C, A

	35 
	13-16
	
	Tail light Assy
	L, M, C, A

	36
	13-17
	
	Dome light bulb
	L, M, C, A

	37
	13-18
	1. 10mm Socket ½
	Dome light Assy.
	L, M, C, A

	38
	16-4
	1. Paint Brush
	Muffler guard
	L, M, C, A

	39
	20-2
	1.   Scale 0-25 lbs.
	Weighting Portable fire extinguisher
	L, M, C, A

	40
	21-2

21-3

21-4

21-5

21-6

21-7

21-8
	1. 17mm Socket ½ inch drive

2. Paint brush

3. 8mm socket ½ inch drive

4. 8mm box end wrench

5. Ratchet handle ¼ inch drive

6. 11/32 socket ¼ inch drive

7. 5/16 box end wrench

8. Putty knife

9. Measuring tape

10. Pocket knife

11. Plastic hammer non-bounce
	Windshield Side Panels

Windshield Wiper Blades

Windshield Center Glass
	L, M, C, A

	41
	21-10

21-11
	
	Wind shield wiper
	L, M, C, A

	42
	21-13

21-14

21-15

21-16
	1. 10mm socket ½ inch drive

2. 10mm extension ½ inch drive

3. Ruler

4. Stencil brush

5. paint brush 

6. putty knife
	Mirror Assy.
	L, M, C, A

	43
	21-33

21-34

21-35
	1. 1 1/16 socket ½ inch drive

2. Locking ring grove filler

3. Two ratchet and strap Assy.

4. 1-1/8 in. socket ½ in. drive

5. 24mm socket ½ in. drive

6. Large plastic hammer

7. Sledge hammer

8. Pry bar

9. 30 in. hinge handle ½ in. drive

10. Inflation safety cage

11. Tire iron curved bead breaker

12.  Valve core remover

13.  Air compressor

14. wood blocks

15.  Brush

16.  23mm socket ½ in. drive

17.  Pocket knife 
	Rebuild tire Assy
	L, M, C, A

	44
	21-40

21-41

21-42

21-43

21-44

21-45

21-46
	1. 17mm socket ½ in. drive

2. 10mm socket 3/8 in. drive

3. 3” extension 3/8 in. drive

4. 10mm socket ½ in. drive

5. 8mm open end wrench

6. Putty knife
	ATGM Wire cutter

Gun rack

Foot plate

Rifle boot

Rear Tread plate

Flash light receptacle
	L, M, C, A


Family of Vehicle (FOV) Codes

(L) Logistics 

(M) Mortar

(C) Comm

(A) Anti-Tank

LAV-25 Turret

TM 08594A-20/3A Dtd July 2000

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1 
	4-2
	
	Seat Assy.

	2
	4-8
	
	M27 Periscope

	3
	4-9
	
	Black out cover

	4
	4-10
	1. Putty knife
	Hatch handle

	5
	4-11
	1.   Putty knife
	Hatch seal

	5.1
	4-12
	
	Hatch Pad

	6
	4-18
	
	Dome light Assy

	7
	4-26 
	
	Bustle Rack

	7.1
	4-32
	
	Tool holder & strap

	8
	4-34
	1. 7/16 combo wrench

2. ¼ in. punch (required when disassembly of lock is performed)*2147 only*
	Receiver lock 

	9
	4-45
	Same as Hull
	Turret ATGM wire cutter

	9.1
	6-9
	
	Control Display Assembly Lamp/Lens

	9.2
	6-10
	
	CDA Knob R/I

	10
	7-4

7-5

7-6
	
	AP / HE Feed chute

	11
	7-11

7-12
	NONE
	AP / HE Link eject chute

	12
	7-23

7-24
	NONE
	Coax Link Assy

	12.1
	7-25

7-26

7-32
	
	Coax (Flexible) Feed Chute Link;

Coax Hard Feed Chute;

Pintle Mount


LAV-C2

TM 08650A-20A Dtd March 1995

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-49
	1. 10 mm socket ½ drive

2. 17 mm socket ½ drive

3. Ratchet handle ½ drive
	Battery Box Cover

Floor plates

	2
	4-1
	1. Putty knife

2. Paint Brush
	Hatch Seal

	3
	4-1
	1. 19 mm open end wrench
	Hatch Handle parts kit

	4
	4-1
	2. 19 mm combo wrench
	Driver Seat Assy

	5
	4-1
	1. 19 mm open end wrench
	Seat belt

	6
	4-4

4-15

4-24

4-46
	1. putty knife

2. paint brush
	Hatch seal

	7
	4-47
	1. 12 inch extension ½ drive

2. 17 mm socket ½ drive

3. putty knife 

4. paint brush

5. pocket knife

6. 8 mm socket 3/8 inch drive
	Transfer case cover, insulation and inspection cover

	8
	4-48
	1. 13 mm socket ½ drive

2. putty knife

3. paint brush

4. measuring tape

5. 6 inch drive 3/8 inch drive
	Storage bag

Pamphlet bag

	9
	4-9

4-10

4-11

4-12

4-20

4-21

4-22

4-23

4-42
	1. punch 3/32

2. putty knife


	Periscopes

Periscopes Seal

Periscopes Wing nuts

	10
	4-52

4-53
	1. Ratchet handle ½ in. drive 

2. 17mm socket ½ in. drive

3. 10mm socket 3/8 in. drive

4. 3” extension 3/8 in. drive

5. 5” extension ½ in. drive

6. 10mm socket ½ in. drive

7. 8mm open end wrench

8. Putty knife

9. 13mm socket ½ in. drive
	ATGM Wire cutter

Gun rack

Foot plate

Rifle boot

Rear Tread plate

Flash light receptacle


LAV–AT

TM 08652A-20A Dtd September 1993

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-2
	1. 3/8 box wrench
	Rubber Bumper, Hatch

	2
	4-7
	None
	Weather seal

	3
	4-10
	1. Round nose pliers
	Quick release pin

	4
	4-15
	1. Putty knife

2. Paint brush
	Hatch cover weather seal

	5
	4-16
	1. Ratchet handle ½ inch drive

2. 10 mm socket ½ drive
	Seat back and seat cushion

	6
	4-20
	1. ¾ open end wrench
	Seat Belt 

	7
	4-22
	1. Ratchet handle ½ drive

2. 3 inch extension ½ drive

3. 17 mm socket ½ inch drive

4. Pin punch 3/32 inch

5. Pocket knife
	Front Periscope

	8
	4-23
	1. Ratchet handle ½ inch drive

2. 17 mm socket ½ drive

3. pin punch 3/32

4. Pocket knife
	Rear periscopes

	9
	4-24
	1. Pin punch 3/32
	Center Periscope

	10
	4-25
	1. 19 mm open end wrench
	Loader seat

	11
	4-26
	
	Loader seat base Assy

	12
	4-27
	1. Round nose pliers
	Quick release pin

	13
	4-28
	1. Ratchet handle ½ drive

2. 19 mm socket ½ drive

3. 19 mm open end wrench
	Seat belt

	14
	4-30
	1. Ratchet handle ½ inch drive

2. 17 mm socket ½ drive
	T-case cover

	15
	4-31
	1. Ratchet handle ½ drive

2. 3 inch extension ½ drive

3. ½ in socket ½ in drive

4. ½ open end wrench
	Toolbox

	16
	4-32
	1. 24 mm open end wrench
	Drain plugs

	17
	4-35
	1. 10 mm socket 3/8 drive
	Battery Cover 

	18
	4-36
	1. Putty knife
	Battery Box Cover seal

	19
	4-39
	1. Ratchet handle ½ drive

2. 13 mm socket ½ drive
	M16 storage rack

	20
	4-40
	1. Ratchet handle ½ drive

2. 13 mm socket ½ drive
	M16 Storage rack

	21
	4-51

4-52

5-53

4-54

4-55

4-56
	1. Round nose pliers

2. Ratchet handle ½ inch drive

3. 3 inch extension ½ drive

4. 17 mm socket ½ drive

5. pocket knife
	Missile storage rack

	22
	8-10
	
	Gunner’s Control Panel Switch Guards, control knobs, and indicator lamps

	23
	8-11
	
	Ready to load indicator lamp and turret power indicator lamp

	24
	8-12
	
	Gunner’s Level/ Night Sight Control Panel Light


LAV–L

TM 08654A-20A Dtd December 1994

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-2
	1. 19 mm box end wrench

2. Pocket knife
	External locking handle

	2
	4-3
	1. 19 mm box end wrench
	Hatch bumper

	3
	4-8
	1. Putty knife
	Hatch weather seal

	4
	4-13
	1. 3/8 open end wrench
	Hatch locking pin

	5
	4-28
	1. Ratchet handle ½ drive

2. 10 mm socket ½ drive
	Seat back and seat cushion

	6
	4-42

4-43
	1. Ratchet handle ½ drive

2. 6 inch extension ½ drive

3. 19 mm socket ½ drive
	Floor panels

Rails


LAV–M

TM 08655A-20A Dtd March 1986

These task reflect removal and installation steps only

	TASK
	Par
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-2
	1. 19mm box end wrench
	Rubber bumpers, hatch

	2
	4-5
	1. 19mm open end wrench

2. Long round nose pliers

3. 1/8 in. pin punch
	Hatch handle Assy

	3
	4-6
	1. Long round nose pliers
	Chain and cleaves 

	4
	4-7
	1. Putty knife
	Weather seal, hatch

	5
	4-13
	1. Same as LAV-25 
	Rear door Seal

	6
	4-15
	1. 3/16 in. hex key wrench

2. Strap wrench
	Hatch cover handle

	7
	4-16
	1. Putty knife

2. Paint brush
	Hatch cover seal

	8
	4-17
	1. Ratchet handle ½ in. drive

2. 10mm socket ½ in. drive
	Back and seat cushions

	9
	4-34
	1. 10mm socket 3/8 in. drive
	Battery compartment covers


LAV-AD HULL

TM 08653A-20/1 DTD JANUARY 1999

These task reflect removal and installation steps only

	TASK
	PARA
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-9
	
	M16 stowage removal/installation

	2
	4-21
	
	Ballistic shield removal/installation

	3
	4-22
	
	Driver’s periscope removal/installation

	4
	10-3
	
	Battery compartment cover seal repair

	5
	10-10
	
	Dome light removal/ installation

	6
	10-17
	
	Misc electrical hardware, dust caps, and connectors removal/installation

	7
	17-8
	
	Ammunition box removal/installation


LAV-AD TURRET

TM 08653A-20/5 DTD JANUARY 1999

These task reflect removal and installation steps only

	TASK
	PARA
	ADDL TOOLS
	PARTS KIT / RESOURCES

	1
	4-3
	
	Gun safety pin streamer assembly removal/installation.

	2
	4-13
	
	Flexible chute removal/installation.

	3
	4-14
	
	Flexible chute disassembly/assembly.

	4
	4-21
	
	SVML outboard removal/installation.

	5
	4-23
	
	SVML centerline removal/installation.

	6
	12-9
	
	Wire cutter assembly removal/installation.

	7
	13-2
	
	Vehicular seat assembly removal/ installation.

	8
	13-6
	
	Dome light removal/

Installation.

	9
	14-2
	
	Indicator bulb removal/installation.

	10
	14-3
	
	Switch knob removal/installation.

	11
	14-8
	
	Light assembly removal/installation.

	
	
	
	


LAV Notes: 

1. If the vehicle has been through the Service Life Extension Program (SLEP) maintenance support may need to requested, due to the adhesive used to install the seal requires a grinder to remove it.  

2. Operators will need to be trained to perform the “chalk test” before they are allowed to replace seals on the vehicle that are below the water line along with quality control procedures to ensure that the vehicle will be safe for water operations.

2

